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Specifi ca  ons are subject to be changed without no  ce

MINIVAC

• Compact central vacuum system
• Oil-less piston vacuum pumps (PS) or oil-less rotary vane vacuum 

pumps (ARICA)
• Dual power supply
• Regulation by MILLENIUM, CYCLIC or PROCOM2 (for 3 pumps)
• Receiver : 70 liters
• HEPA duplex bacterial filtration conform to standards
• Set of suction and exhaust hoses
• Exhaust trap
• Fit to ISO 7396-1 and HTM BS standards

Range complying with
93/42/CEE directive

Characteris  cs

MINIVAC 2 PS 7V

MINIVAC 2 PS 12V

MINIVAC 3 PS 7V

MINIVAC 3 PS 12V

Nominal capacity 
m3.h-1

50 Hz 60 Hz

2 x 6,4

2 x 10 

3 x 6,4

3 x 10

2 x 7,2

2 x 11,7

3 x 7,2

3 x 11,7

2 x 0,25

2 x 0,36

3 x 0,25

3 x 0,36

Receiver
capacity

Liters

70

70

70

70

Weight
kg

95

95

100

100

MINIVAC PS

Oil-less piston pumps

Oil-less technology

Power
kW

50 Hz 60 Hz

2 x 0,30

2 x 0,43

3 x 0,30

3 x 0,43

Filtra  on

FD60DP

FD60DP

FD60DP

FD60DP

Noise level 
dB(A)

57

57

57

57

MINIVAC 2 - 17V

MINIVAC 2 - 27V

MINIVAC 2 - 41V

MINIVAC 3 - 17V

MINIVAC 3 - 27V

MINIVAC 3 - 41V

Nominal capacity 
m3.h-1

50 Hz 60 Hz

2 x 16

2 x 25

2 x 40

3 x 16

3 x 25

3 x 40

2 x 19

2 x 30

3 x 48

3 x 19

3 x 30

3 x 48

2 x 0,55

2 x 0,75

2 x 1,25

3 x 0,55

3 x 0,75

3 x 1,25

Receiver
capacity

Liters

70

70

70

70

70

70

Weight
kg

130

140

150

150

180

210

MINIVAC ARICA

Oil-less rotary vane 
pumps

Power
kW

50 Hz 60 Hz

2 x 0,70

2 x 0,90

2 x 1,50

3 x 0,70

3 x 0,90

3 x 1,50

Filtra  on

FD60DP

FD60DP

FD130DP

FD60DP

FD60DP

FD130DP

Noise level 
dB(A)

61

62

67

61

62

67



Specifi ca  ons are subject to be changed without no  ce
5

12 first alarms 625642

PS 7VMINIVAC PS - 1ph, 230V PS 12V

Automa  c vacuum plants 
for medical applica  ons

723

MINIVAC 2 and 3 - PS

Dimensions (mm)

Report status device
(with electrical cords)

PM2

C2020

Belden cable by meter

Network alarm

Independent 
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IL

’S
O

il-
le

ss
 te

ch
no

lo
gy

 p
la

nt
s

1306

A

MINIVAC 2 and 3 - ARICA

1340

980
1010

17V / 27V
41V

700
780

G3/4"
G1"

A B Ø IMINIVAC ARICA

Plant references

17VMINIVAC ARICA - 3ph, 400V 27V 41V

Accessories and op  on references

G3/4"
G1"

Ø O

12 following alarms 625643

625641

060524 x Xm

708510

611027

616690

MINIVAC 2 MILLENIUM

MINIVAC 2 CYCLIC 2020

MINIVAC 3 MILLENIUM

MINIVAC 3 CYCLIC 2020

MINIVAC 3 PROCOM 2

919218

919220

919222

919224

925032

919219

919221

919223

919225

925033

MINIVAC 2 MILLENIUM

MINIVAC 2 CYCLIC 2020

MINIVAC 3 MILLENIUM

MINIVAC 3 CYCLIC 2020

MINIVAC 3 PROCOM 2

924825

924802

924828

924799

925034

924826

924803

924829

924801

925035

924827

924804

924830

924800

925036

650 B

Ø 1/2"

Ø I

Ø O

Ø 1/2"


